
 
 

have been tested and inspected by the manufacturer prior to despatch to us 

and conform to their published specification. 

Cat6 S/FTP (PIMF) PVC 26AWG Stranded Patch Cable 500m Reel 

 

All Proposed Category 6 requirements as per ANSI/TIA, ISO/IEC, and CENELEC EN Standards: 
ANSI/TIA-568.2-D Cat.6
ISO/IEC 2nd Edition 11801 Class E
CENELEC EN 50173-1,IEC 61156-6,CENELEC EN 50288-5-2 for Patch Cable
Flame Retardant is verified according to IEC 60332-1-2.
We implemented RoHS compliance for the requirement of European Union issued Directive (EU) 
2015/863
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Commercial Certificate of Conformance 

This Commercial Certificate of Conformance is to certify that the items listed herein 

confirm to the appropriate manufactures’ specifications. The products detailed 

herein 

Part Code Description 

39-3400 Cat6 Grey S/FTP (PIMF) PVC 26AWG Stranded Patch Cable 500m Reel
39-3401 Cat6 Red S/FTP (PIMF) PVC 26AWG Stranded Patch Cable 500m Reel
39-3402 Cat6 Blue S/FTP (PIMF) PVC 26AWG Stranded Patch Cable 500m Reel
39-3403 Cat6 Green S/FTP (PIMF) PVC 26AWG Stranded Patch Cable 500m Reel
39-3404 Cat6 Yellow S/FTP (PIMF) PVC 26AWG Stranded Patch Cable 500m Reel


