
Cablenet Compliance Statement
Data communication cords, Category 6A

Product description 

Screened Category 6A RJ45 cords (equipment, patch, and work area) characterised up to 500 MHz 

Product identification 

SFTP C6A Patch Cord 26AWG (of lengths 0.5 m to 20 m) 

Generic cabling and cabling components standard - Category 6 balanced cord requirements 
• ISO/IEC 11801-1:2017 (Ed. 1.0) / ISO/IEC 11801-2:2017 (Ed. 1.0)
• EN 50173-1:2018 / EN 50173-2:2018
• TIA-568.2-D:2018

• IEC 61935-2:2010 (Ed. 3.0) (transmission requirements)

Technical report EC Cabling product ID CS valid until 
12036429-02, DANAK-19/21890 5692 1 April 2022 

This product has been tested by FORCE Technology and complies with the electrical requirements of the above specified 
standards and "Terms and conditions for the EC VERIFIED programme for Generic and Coaxial Cabling”, DQP231006. The 
product takes part in a maintenance of certification schedule, which implies that FORCE Technology performs a sample test of 
the product once a year. 
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This is to certify that the items listed herein conform to the appropriate manufactures and that they 
have been tested and inspected by the manufacturer prior to despatch to us. (As stated below)

Cablenet Trading Ltd, AGP House, 2A Albany Park, Frimley Road, Camberley, Surrey GU16 7PL
T: 01276 405300    E: sales@cablenet.co.uk   www.cablenet.co.uk

Registered in England:  3342336

Peter Pearson
On behalf of Cablenet Trading Ltd
January 2022
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