
COMPUTER CABLES 

  HDMI Cable 

FEATURES: 

• HDMI 1.4b Male – HDMI 1.4b Male + Ethernet

• Individually Bagged

• Fully Moulded with Shielded Cable

• 4Kx2K @ 60Hz support

• Available in 6 lengths

DESCRIPTION: 

HDMI leads provide both High-Definition video and multi-channel audio connection between digital High-Definition displays, digital 
AV sources and HDMI switch devices. This cable type offers the same basic performance as Standard HDMI Cable, it also benefits 
from having a dedicated data channel, known as the HDMI Ethernet Channel, for device networking. The HDMI Ethernet Channel 
functionality is only available if both linked devices are HDMI Ethernet Channel (HEC) devices. 

SPECIFICATIONS: 

Connector – HDMI Male - Gold Plated Shell and Pin 

Jacket – Black PVC Jacket, 30AWG, OD: 6.0+0.2mm (0.5m – 5m) 

Jacket – Black PVC Jacket, 28AWG, OD: 7.3+0.15mm (10m) 

TECHNICAL DRAWING: 

ORDERING INFORMATION: 

Tel: 01276 405 300 Email: sales@cablenet.co.uk Web: www.cablenet.co.uk

Product Code Description 

32-3629 0.5m HDMI 1.4b Male – Male (4Kx2K @ 60Hz) High Speed + Ethernet 30AWG Black PVC Cable 

32-3631 1m HDMI 1.4b Male – Male (4Kx2K @ 60Hz) High Speed + Ethernet 30AWG Black PVC Cable 

32-3630 1.5m HDMI 1.4b Male – Male (4Kx2K @ 60Hz) High Speed + Ethernet 30AWG Black PVC Cable 

32-3632 2m HDMI 1.4b Male – Male (4Kx2K @ 60Hz) High Speed + Ethernet 30AWG Black PVC Cable 

32-3633 3m HDMI 1.4b Male – Male (4Kx2K @ 60Hz) High Speed + Ethernet 30AWG Black PVC Cable 

32-3634 5m HDMI 1.4b Male – Male (4Kx2K @ 60Hz) High Speed + Ethernet 30AWG Black PVC Cable 
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