
COPPER NETWORKING 

Cat6 Coupler Panel 

FEATURES: 

 
 

• Cat6 UTP Coupler Panel 

 
• 1U (48port is 2U) 

 
• Black 

 
• Available in 16, 24 and 48 port 

 
• Removable rear cable management bar 

 
• Easy installation – no punch down required 

 
 
 
 
 

DESCRIPTION: 

 

These 1u (2u for 48 Port) Cat6 unshielded UTP through coupler panels are capable of data rates up to 1Gb/sec. They 

incorporate a removable rear cable management bar and complete with cable ties. Installation is easy, just plug-in your patch 

leads – no punch down required. 

 
SPECIFICATIONS: 

Panel: 1.5mm thickness with black colour painted 

Coupler: Cat6 Inline coupler Keystone Jack 

 
TECHNICAL DRAWING: 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

ORDERING INFORMATION: 

 
 
 
 
 
 
 
  

Part Code Description 

72-3405 16 Port Cat6 UTP 1u Coupler Panel 

72-3406 24 Port Cat6 UTP 1u Coupler Panel 

72-3407 48 Port Cat6 UTP 2u Coupler Panel 
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