
COPPER NETWORKING 

     Patch Panels 
FEATURES 

• ‘Angled Outlet’ Patch Panel 

 
• Keystone Patch Panel 

 
• 24 Port 

 
• Unloaded 

 
• 1u Chassis 

 
• Can be used with Cat6a, Cat6 & 
Cat5e Keystone Jacks 

DESCRIPTION 

The ‘Angled Outlet’ 1u Unloaded Keystone Patch Panel provides the facility to mount up to 24 Keystone 

Jacks in a 1u chassis. 

The Keystone Jacks are mounted at an angle of 15 degrees, so that patch leads dress neatly to either 

side of the cabinet or rack. The flat front of the panel ensures a flush finish with other rack mounted 

equipment and reduces the depth required between the 19inch uprights and the door/cover. 

The panel can be used with Cat6a, Cat6 and Cat5e Keystone Jacks - which must be ordered separately. 

Keystone Jacks can be easily installed and removed from the rear of the panel, facilitating quick moves, 

adds & changes. The rear cable management bar can be easily detached without the requirements for 

any tools, providing easy access for installing or removing jacks. 

The panel is supplied complete with a 400mm earth cable for connection to the cabinet or rack earth 

bonding system. 
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Part Code Description 
72-3762  24 Port 1u Unloaded Keystone (Angled Jacks) Patch Panel 


