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Cat5e PE External Network Patch Leads     
PE67-60**

Product Features Product Description

• Constructed with RJ45 plugs and quality U/UTP 
Solid PE External Cat5e cable

• 10/100/1000 Base-T Gigabit Ethernet

• 24AWG Bare Copper cable used

Cablenet Category5e U/UTP PE External leads are 
manufactured, tested and verifi ed to the ISO 11801 and 
ANSI/TIA standards for enhanced performance.

They are constructed with RJ45 plugs and high quality U/
UTP solid Cat5e PE External cable.

These are available in 17 different lengths and 
manufactured in black only.

Part Code Description
PE67-6005 0.5m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6010 1m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6020 2m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6030 3m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6050 5m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6100 10m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6150 15m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6200 20m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6250 25m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6300 30m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6350 35m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6400 40m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6450 45m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6500 50m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6600 60m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6700 70m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

PE67-6750 75m Cat5e RJ45 Black U/UTP PE External Flush Moulded Solid Patch Lead

• Cat5e U/UTP PE External Solid Network Patch 

Leads

• Flush Moulded Boot

• 10/100/1000 Base-T Gigabit Ethernet

• Bare Copper 24AWG

• Constructed with RJ45 Plugs

• Individually Bagged

• Only Available in Black


