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Cat6 LSOH

• Category6 F/UTP Network Patch Leads

• Flush Moulded Strain Relief Snagless Boot

• Stranded Copper 26AWG

• 10/100/1000 Base-T Gigabit Ethernet

• Constructed with RJ45 Plugs

• Individually Bagged

• Available in 5 Different Colours

FEATURES

DESCRIPTION

TECHNICAL DRAWING

ORDERING INFORMATION

NETWORK PATCH LEADS

Netshop LSOH Category6 F/UTP leads are manufactured, tested and verified to the ISO 11801 Class D+ 
and ANSI/EIA/TIA standards for enhanced performance. They are constructed with RJ45 plugs and quality 
approved Stranded Cat6 LSOH cable.
These are available in 7 different lengths and manufactured in 5 colours.
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Grey
RAL 9002

Red
Pantone 1795c

Green
RAL 6037

Blue
Pantone
7701c

Yellow
Pantone 129c

0.5M 68-1005 68-2005 68-3005 68-4005 68-5005
1M 68-1010 68-2010 68-3010 68-4010 68-5010
2M 68-1020 68-2020 68-3020 68-4020 68-5020
3M 68-1030 68-2030 68-3030 68-4030 68-5030
5M 68-1050 68-2050 68-3050 68-4050 68-5050
10M 68-1100 68-2100 68-3100 68-4100 68-5100
20M 68-1200 68-3200 68-4200

TECHNICAL SPECIFICATIONS

Conductor - Stranded Copper 7/0.2 26AWG
Jacket - LSOH Jacket 60332-1-2


